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¶ Support IEC 61131-3 Standard Open PLC 

Programming Languages + Flow Chart :  

1. Quick Ladder Diagram (LD) 

2. Function Block Diagram (FBD) 

3. Sequential Function Chart (SFC) 

4. Structured Text (ST) 

5. Instruction List (IL)  

6. Flow Chart (FC) 

¶ Simulate program without controller  

¶ Debug / Control on-line 

¶ Simple graphic HMI 

 

  
 

 

 

 ̧ IISSaaGGRRAAFF  VVeerr..33  

SSooffttLLooggiicc  IInnssiiddee 

 ̧ SSuuppppoorrtt  IIEECC  6611113311--33    

++  FFllooww  CChhaarrtt   

 ̧ MMiinniiOOSS77  IInnssiiddee 

 ̧ 80186, 80 MHz CPU 

 ̧ 10/100 Base-TX 
Ethernet  

 ̧ ȉPAC-7186PEG with PoE 
 
 

 

 

 
 

ȉPAC-7186EG Series is a palm-size PAC and includes ISaGRAF SoftLogic. It has one 10/100 
Best-TX Ethernet port, one RS-232 port and one RS-485 port. The user can choose an I/O 

expansion board, X-board, to expand the I/Os or memories of ȉPAC. ȉPAC-7186EG/PEG support 
Modbus Serial protocol, Modbus TCP/IP protocol, Modbus Master protocol, Remote I/O, Fbus, Ebus, 
SMS: Short Message Service, modem link, MMICON/LCD, ZigBee wireless communication, GPS 
application, FRnet, CAN remote I/O connection and user defined protocol. Compared with I-7188EG, 

ȉPAC-7186 is 2 ~ 4 times faster. 
 

ȉPAC-7186PEG is the model of ȉPAC-7186EG with PoE(Power-over-Ethernet). PoE allows power 

and data to be carried over a single Ethernet cable, so a device can operate solely with  
the power from  the Ethernet  cable  instead of the electric wire. This innovation allows 

grea ter flexibility in office design, higher efficiency in systems design, and faster 

turnaround time in set -up and implementation.  
 

ISaGRAF mPAC supports ISaGRAF Ver.3 Workbench:  

 

 

 

 

 

 

 

 

 

 

 

 

 

    mmPPAACC--77118866EEGG//PPEEGG          Ethernet ISaGRAF mPAC  

mPAC-7186EGD mPAC-7186PEGD 
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 ̧GPS Applications: ISaGRAF PAC plus I-87211W or GPS-721 

¶ WP-8xx7, VP-2xW7, iP-8xx7, ɛPAC-7186(P)EG can support one I-87211W (slot 0~7) or I-87211W/GPS-721 as RS-485 
remote GPS I/O. 

¶ For doing auto-time-synchronization and getting local Longitude and Latitude 

¶ Please refer to www.icpdas.com > FAQ > Software > ISaGRAF Ver.3 (English) - 107 for more information 

¶ More GPS receivers at www.icpdas.com > Products > Wireless..... > GPS receiver  

 

 

 

 

 

 

 

 

 

 

 

 

 

 ̧ZigBee Wireless Solution 

¶ ISaGRAF PAC plus ZB-2550P and ZB-2551P converters (ZigBee to RS-232/485) 

¶ Please refer to www.icpdas.com > FAQ > Software > ISaGRAF Ver.3 (Chinese) - 110 for more information 
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* All of the applications can be applied to ɛPAC-7186EG(D) / ȉPAC-7186PEG(D). 

http://www.icpdas.com/
http://www.icpdas.com/faq/isgraf-index.htm
http://www.icpdas.com/faq/isagraf/107.htm
http://www.icpdas.com/products/GSM_GPRS/wireless/solutions.htm#5
http://www.icpdas.com/faq/isagraf.htm
http://www.icpdas.com/faq/isagraf/110.htm
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 ̧Cost Effective Redundant Solution 

¶ This is the most cost effective redundant solution. 

¶ If using RU-87P4/8 I/O expansion unit with I-87K High Profile Remote I/O modules, it supports I-87K I/O run-time 
hot-swap and run-time plug & play. 

¶ The Redundant Master is in charge of the system. If Redundant Master is damaged, the Redundant Slave will take 
over the control to make sure the whole system is alive.  

¶ Please refer to www.icpdas.com > FAQ > Software > ISaGRAF Ver.3 (English) - 084  

Limitation: Support only max. 20 pcs. of I/O modules (I-7000 + I-87K). 

 

 
 

 ̧Cost Effective Redundant Solution with PC/HMI/SCADA 

¶ PC/HMI/SCADA can connect to the redundant system with only one IP of the I-7188EX-MTCP. 

¶ Please assign these two mPAC-7186EG PACs to have the same Net-ID and assign their IP number to be different 
from each other but in the same domain. 

¶ Please refer to www.icpdas.com > FAQ > Software > ISaGRAF Ver.3 (English) - 084 . 

Limitation: Support only max. 20 pcs. of I/O modules (I-7000 + I-87K). 

 

 
 

Redundant System 
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